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THE MPX ULTRA

  WITH ROTARY HEAT EXCHANGER

MANSFIELD POLLARD
A I R  M A N A G E M E N T  E X P E R T S
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* The height of the unit does not include the height of the frame
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Size

Min. 
air fl ow

Max. 
air fl ow

Height * Width Length
Connection 
diameter

Connection 
height

Connection 
width

Frame 
height

m³/h m³/h mm mm mm mm mm mm mm

390 1461 962 750 1385 315 - - 120

590 2184 1062 865 1490 400 - - 120

740 2972 1175 947 1605 - 400 500 120

1150 3990 1330 1124 1752 - 400 700 120

1590 5764 1478 1284 1752 - 400 800 120

2350 7538 1718 1514 1752 - 500 1000 120
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1

ULTRA 
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UNIT SIZES:

FAN SET FILTERSENERGY RECOVERY

Ultra energy efficient, (EC) 
fan with Class IE4 motor 

bag filters class: ePM10 50% - 
ePM1 80%

pre-moulded gasket provides 
maximum air tightness

condensation or sorption

up to 90% recovery efficiency

adjustable cleaning sector angle

m o d u l a r  a i r  h a n d l i n g  u n i t s
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LPHW COIL ELECTRIC HEATER CONTROLS

single or double row

easy maintenance heater power range from 
3 to 21 kW

dual protection fully integrated plug & play 

remote access via Ethernet, Wi-Fi, 
Bluetooth, GSM 



m o d u l a r  a i r  h a n d l i n g  u n i t s
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MPX Ultra - High Performance AHU Range

HIGH  PERFORMANCE  AHU
by Mansfield Pol lard

L W

H

Hf

Size

Min. 
air fl ow

Max. 
air fl ow

Height * Width Length
Connection 
diameter

Connection 
height

Connection 
width

Frame 
height

m³/h m³/h mm mm mm mm mm mm mm

390 1737 962 750 1385 315 - - 120

590 2113 1062 865 1490 400 - - 120

740 3269 1175 947 1605 - 400 500 120

1150 3938 1330 1124 1752 - 400 700 120

1590 5178 1478 1284 1752 - 400 800 120
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UNIT SIZES:
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FAN SET FILTERSENERGY RECOVERY

Ultra energy efficient, (EC) 
fan with Class IE4 motor 

bag filters class: ePM10 50% - 
ePM1 80%

pre-moulded gasket provides 
maximum air tightness

high efficiency counterflow 
heat exchanger with bypass

up to 90% recovery efficiency

temp. range -40ºC to +90ºC

LPHW COIL ELECTRIC HEATER CONTROLS

single or double row

easy maintenance heater power range from 
3 to 21 kW

dual protection fully integrated plug & play 

remote access via Ethernet, Wi-Fi, 
Bluetooth, GSM 

* The height of the unit does not include the height of the frame

WITH COUNTERFLOW HEAT EXCHANGER
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THE MPX ULTRA

  ADDITIONAL FUNCTIONS 

MANSFIELD POLLARD
A I R  M A N A G E M E N T  E X P E R T S
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SIMPLE MAINTENANCE:

Silencer Length mm 300/1000 300/1000 1065 1065 1065 1065

DX

Coil

External width mm 630 750 794 910 1070 1300

External height mm 410 460 584 662 736 856

Length mm 540 540 771 771 771 771

Water 

Coil

External width mm 630 750 794 910 1070 1300

Outside height mm 410 460 584 662 736 856

Length mm 540 540 718 718 718 718

WEATHER PROTECTION:

EXTERNAL COMMS. PORTS:

roof over base unit and extensions

cover on air dampers actuator

comms ports mounted on external 

panels to connect to the controller

directly 

removes requirement to 

open unit 

m o d u l a r  a i r  h a n d l i n g  u n i t s
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Additional protection from external conditions:
simplifies servicing, maintenance and cleaning

applies to multi-component sections including heat 

recovery

quick release fan 

mechanism for easy 

maintenance

Access door available on both sides of unit


